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PC CARDS
• Type II x 2 or Type III x 1

• Sealed, reinforced Aluminum Alloy PC Card door

• Positive-lock PC Card door for reliability

• ZV (Zoomed Video) Port and CardBus support

MULTIMEDIA POCKET
• Holds 3.5" FDD (standard)

• Accepts optional 24x (max speed) CD-ROM
Drive (CF-VCD271)

• Accepts optional SuperDisk™ Pack (CF-VFS271)

• Sealed, reinforced Aluminum Alloy multimedia
pocket (MP) door

• Positive-lock MP door for reliability

KEYBOARD & INPUT
• Sealed, water-resistant keyboard and touchpad

for protection against dust, moisture, and spills

• Enhanced pressure sensitive touchpad

• 4Mb/s IrDA Port for wireless networking

INTERFACE
• IrDA Port Right Side Panel

• Serial 9-pin

• Parallel Dsub 25-pin

• Ext. FDD Connection via parallel port
with optional 
FDD cable

• Ext. Display Dsub 15-pin

• Ext. Keyboard/Mouse Mini-DIN 6-pin

• USB 4-pin

• Port Replicator 80-pin (Reinforced)

• Headphones/Speaker Mini-Jack Stereo 

• Mic/Line In Mini-Jack

POWER SUPPLY
• Lithium Ion Battery (10.8V, 3300mAH)

• AC Adapter: AC 100V-240V 50/60Hz, Auto 
Sensing/Switching DC 15.6V 3.85A

• Quick access battery/HDD cover for easy battery
replacement

• Battery charging time: approximately 2.5
hours/OFF, 4.5 hours/ON

POWER MANAGEMENT
• Suspend/Resume Function, Hibernation, ECO

mode, ACPI BIOS

SOFTWARE
• Microsoft® Windows® Operating System, Setup,

Diagnostics, DMI Viewer, PhoenixCard Manager™

Adobe® Acrobat® Reader, On-Line Reference
Manual, Panasonic® Hand Writing

SECURITY FEATURES
• Password Security: Supervisor, User, Coffee Break

• Integrated Kensington Lock Slot

WARRANTY
• 3 year limited warranty, parts & labor

DIMENSIONS & WEIGHT
• 2.3"(H) x 9.5"(D) x 11.8"(W)

• 8.2 lbs., including battery, FDD, and handle

ACCESSORIES
• 24x (max speed) CD-ROM Drive CF-VCD271

• SuperDisk™ Pack CF-VFS271

• 6GB Hard Drive CF-VHDEG

• Port Replicator CF-VEB271

• FDD Cable CF-VCF271

• Battery Charger CF-VCB251

• Battery Pack CF-VZSU04

• AC Adapter CF-AA1639

• Wireless Communications Upgrade TBD

• Memory Card, 16MB, 32MB, TBD
64MB, 128MB

• BackLit Keyboard Upgrade CF-WMKB711

CPU & ARCHITECTURE
• Intel® Pentium® 266MHz processor with MMX™

Technology 

• 512KB L2 Cache (Pipeline Burst)

STORAGE & MEMORY
• 4GB Hard Disk Storage

• 32MB EDO RAM standard, expandable 
to 160MB

• Removable HDD is mounted in shock-
absorbing gel and encased in stainless steel

• Quick-access battery/HDD cover for easy
HDD replacement

DISPLAY
• 12.1" 800 x 600 SVGA TFT Active Matrix 

Color LCD

• Sealed LCD is water-resistant and dustproof,
IPX1 compliant

• “Daybrite™ ARX” anti-reflective LCD for view-
ing even in bright sunlight

• Magnesium Alloy LCD case is 20x stronger
than ABS plastic cases

• NeoMagic™ NM2160B video controller, 2MB
VRAM 

• External video support up to 1024 x 768

AUDIO
• 16-bit Sound Blaster Pro™-compatible 

• Integrated speaker (Mono.)

The Ultimate 
in Rugged Durability 
and Performance

Full Magnesium Alloy Case

Water-resistant Keyboard,
LCD and Touchpad

Shock-mounted HDD

Ready for Wireless 
Communications 

Panasonic Personal Computer Company

1-800-662-3537
www.panasonic.com/

toughbookEasily removable HDD mounted in shock-
absorbing gel, encased in stainless steel.


